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Thomas Hilbert 
Environmental Engineer 
8403 Lindenwood Rd. 
Winnebago Reclamation 
Rockford, IL 61109 
(815) 874-4806 
December 1, 1994 

Mr. Bemie Schorle 
Remedial Project Manager 
United State Environmental Protection Agency 
Region V 
77 West Jackson Boulevard 
Chicago, EL 60604-3590 
Re: Additional Pump test in the vicinity of well nest B15/B15P/B15R 

Dear Bemie: 

Winnebago Reclamation Service would like to perform an additional pumping test to supplement 
information obtained from the pumping test performed at extraction well RWOl. The work plan 
for the additional test would follow the procedures outlined in the Pumping Test Plan dated July 
1994. 

The location of the additional extraction well RW02 and 2" observation wells are presented on 
the enclosed plan sheet (SP-2) and accompanying detail sheet. Since there are no existing 
monitoring wells in the vicinity of the proposed extraction well three new observation wells will 
be installed to provide information on water level draw down during the pumping test. As in the 
original pumping test T3, T5 and RW02 will be sampled for the following list of parameters prior 
to the test: 

TCL VOCs 
Ammonia 
Iron 
Nickel 

Hardness 
TSS 
Arsenic 
Copper 

Alkalinity 
TDS 
Manganese 
BOD 

Chloride 
TOC 
Zinc 

In addition, the pumping well (RW02) will be sampled at intervals during the test to delineate any 
changes in water quality which may occur during the pump test. It is anticipated that four 
samples will be collected during the test. 

Extracted groundwater will be stored in the Fire Pond prior to disposal at the local sanitary 
district. This is the same storage facility that was utilized during the previous pumping test. 



The extraction well will be constructed of 6" schedule 80 PVC High Flow screen (TIMCO™) and 
riser. Since the soil boring logs for the B15/B15R well nest are similar in description to the logs 
recorded for MW106/P1 well nest, a slot width of 0.05" with an appropriate filter pack will be 
utilized for the well screen. This width provides sufficient open area to allow pumping rates of 
15.62 GPM/foot of well screen without exceeding an entrance velocity of 0.01 ft/sec. and is 
slightly narrower than the slot width used for RWOl. The narrower slot width and filter pack 
were selected to provide an adequate safety factor to prevent infiltration of fine material. 

We would like to begin drilling and installation of the extraction and observation wells on 
December 12, 1994. It is anticipated that the drilling and installation will take 2.5 days to 
complete. 

If you have any questions or concerns regarding this additional work, please notify me as soon 
as it is possible. 

Sincerely, 

Thomas Hilbert 

Enclosures; Plan Sheet SP-2 (existing gas and leachate collection system) 
Detail sheet for well configuration 

cc: Luda Voskov, PRC Environmental 
Martin Hamper, Warzyn 
Fred Nika, Illinois Environmental Protection Agency 
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